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Medical Scale
PRINTERS

•  Label or Tape Printers
•  Battery or AC Power Options
•  Easy To Change Paper Roll
•  Serial Connectivity to
    Detecto's 758C Indicator

PRINT WEIGHT, ID, BODY MASS INDEX, TIME, DATE, AND HEIGHT

 Detecto's P150 printer 
is a batter y-operated tape 
printer that can be mounted 
to any 758C with the new serial 
port. The bracket conveniently 
mounts to the back of the 758C 
using 2 existing screws.

Detecto
Model P220 
Label Printer

Detecto
Model P185 
Tape Printer
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P150 SPECIFICATIONS

Printing Method Line Thermal Printing

Print Width 1.89" / 48 mm

Print Speed 1.97" / 50 mm per sec

Scale Interface RS-232

Dimensions 4.57" W x 3.54" D x 
2.01" H / 116 mm W x 
90 mm D x 51 mm H

Power Rechargeable battery 
(Lithium-Ion)

Shipping Weight 11.61 oz / 329 g

P150 FEATURES

• Portability

• Lithium Ion battery with up 
to 20,000 printed weighments 
before recharging. The batteries 
recharge to full capacity in only 
3 hours

• RS-232 serial connectivity - 
includes compact cable ready to 
plug into Detecto's 758C

• Battery low status lamp

• The bracket conveniently 
mounts to the back of the 758C 
using 2 existing screws

DETECTO MEDICAL SCALE PRINTERS

MODEL P150
MOBILE TAPE PRINTER

P220 SPECIFICATIONS

Printing Method Direct Thermal Printing

Print Width 2.2" / 56 mm

Print Speed 3.5" / 89 mm per sec

Scale Interface RS-232

Dimensions 3.6” W x 7.5” D x 6.8” H 
/ 93 mm W x 190 mm 
D x 173 mm H 

Power 20VDC, 2.5A

Shipping Weight 2.7 lb / 1.2 kg

P220 FEATURES

• Surprisingly compact 
footprint without compromising 
performance or value

• High-quality bar code label 
printing at 3.5 inches per second

• RS-232 serial connectivity - 
available compact cable ready to 
plug into Detecto's 758C

• Auto-switching power supply

• Includes sample roll of direct 
thermal media

• Label printing at 3.5" / second 
MODEL P220
LABEL PRINTER

P185 SPECIFICATIONS

Printing Method Direct Thermal Printing

Print Width 2.8" / 72 mm

Print Speed 3.9" / 100 mm per sec

Scale Interface RS-232

Dimensions 5.6” W x 7.8” D x 5.2“ H 
/ 142 mm W x 199 mm 
D x 132 mm H

Power 24 VDC

Shipping Weight 3.1 lb / 1.4 kg 

P185 FEATURES

• High speed processor for a 
true print speed of 100 mm per 
second

• User-friendly features including 
easy paper loading, 58 mm 
paper width option with user 
installable paper guide (80 mm 
standard)

• “Drop and Load” Easy Print - It 
couldn’t be simpler – open the 
case, drop the new roll of paper 
in and shut the lid!

• 8Mbit Flash memory
MODEL P185
TAPE PRINTER

Lightweight, Portable Printer

Compact, Versatile Label Printer

Extremely Fast, Durable Printer


